





B.O.M.

4-pin 5-pin
ITEM QTY PART NUMBER
1 1 WAYTEK 38044
2 1 WS 4.4T-2/S653
@ /ég \ 3 3 WAYTEK 30034
2 \\5) 4 3 WAYTEK 39000
4-pin 5-pin
GUAGE LENGTH SIGNAL WIRE COLOR
M12 J1
4 — 20 AWG 48" SENSOR SIGNAL BLACK C
1 F— 20 AWG 48" +5 VOLTS FOR SENSOR BROWN A
3 — 20 AWG 48" GROUND FOR SENSOR BLUE AND CABLE SHIELD B

\ 1 \ WIRE COLOR
B = BLUE
I A = BROWN
‘\ C = BLACK
LABEL "TS-2007 B"
48"
I R Phone: (763) 493-9360
Fax: (763) 493-9340
CONTROLS LLC
9200 WYOMING AVE. N. SUITE 320
BROOKLYN PARK, MN 55445
REV DATE DESCRIPTION
A 3-16-05__| CHANGED HEAT SHRINK NOTE SPREADER CABLE SYSTEM
B 1-23-07 CHANGED PINOUT OF WEATHER PACK
THIS DRAWING IS THE PROPERTY OF CIRUS CONTROLS. c — T
THIS IS TO BE CONSIDERED CONFIDENTIAL AND D — - M12 TO WEATHER PACK
PROPRIETARY NO REPRODUCTION IN WHOLE OR PART  [esi: R S EO: PROVECT NONBER:—[SOAE | o 72507 [FE%
WITH OUT PERMISSION IS ALLOWED. _ ~
JT™ JTM Too20078 | newe [P E TR

DESCRIPTION

3 PIN WEATERPACK (SHROUD HALF)

M12 90 DEGREE AND CABLE
PINS WEATHER PACK
SEAL FOR WEATHER PACK

NO HEAT SHRINK OR DIELECTRIC NEEDED




WIRING DIAGRAM
M12 WP
1 ITEM QTY
2 1 1
3 1 2 1
4 2 3 2
4 2

B.O.M.

PART NUMBER

WS 4T - .5
38043 (waytek)
30035 (waytek)
39000 (waytek)

DESCRIPTION
M12 90 degree connector and cable
weatherpack 2 pin (tower half)

tower terminals 20- 18 awg
weatherpack seals

1
~ 24" -
| | jﬂﬂj}:
Label
Placement
Notes:

- 18 AWG, 2 Conductor cable

- Label to be white w/ black printing and located on cable per drawing. (mylar w/ clear cover,

all caps, 15pt font)
- M12 MATES TO SENSOR BOX 4MB12-4P2

THIS DRAWING IS THE PROPERTY OF CIRUS CONTROLS
THIS IS TO BE CONSIDERED CONFIDENTIAL AND NO
REPRODUCTION IN WHOLE OR PART WITH OUT
PERMISSION IS ALLOWED.

C i ru s 9200 Wyoming Ave. N, Suite 320
Brooklyn Park, MN 55445
Tel: (763) 493-9380

Controls s

DESCRIPTION

A_| 228605 | changedamptoWP SPREADER CABLE SYSTEM
B -
5 M12 TO WEATHERPACK
DESIGN: DRAWN: AS BUILT: PROJECT NUMBER:  |SCALE: m
JT™ JTM - 152010 | o [“qerarr] A




WIRING DIAGRAM
M12 AMP
1 ITEM QTY
2 1 1
3 1 2 1
4 2 3 2
4 2

B.O.M.

PART NUMBER
7277
282189 -1

929930 - 3
828905 - 1

M12 90 degree connector and cable

AMP Junior Timer RECEPTACLE
FEMALE TERMINAL for AMP Junior Timer
18 AWG SEAL for AMP Junior Timer

DESCRIPTION

1
— 24" -—
|<< | | ?Jm]:
< < Label
Placement
Notes:

- 18 AWG, 2 Conductor cable

- Label to be white w/ black printing and located on cable per drawing. (mylar w/ clear cover,

all caps, 15pt font)
- M12 MATES TO SENSOR BOX 4MB12-4P2

THIS DRAWING IS THE PROPERTY OF CIRUS CONTROLS
THIS IS TO BE CONSIDERED CONFIDENTIAL AND NO
REPRODUCTION IN WHOLE OR PART WITH OUT
PERMISSION IS ALLOWED.

C i ru s 9200 Wyoming Ave. N, Suite 320
Brooklyn Park, MN 55445
Tel: (763) 493-9380

Controls s

REV | DATE DESCRIPTION
A - SPREADER CABLE SYSTEM
B
Cc
2 M12 TO AMP JR Timer
DESIGN: DRAWN: AS BUILT: PROJECT NUMBER: _ |SCALE: DATE: 9—27—04 |REV-
JTM JTM - TS-2011 NONE SHT 1 OF 1 | —




ITEM Q1Y
1 1
2 1
3 2
4 2

B.O.M.

PART NUMBER

2777

282080-1
183025-1
281934-2

DESCRIPTION

M12 connector and cable
AMP Superseal 1.5 RECEPTACLE

FEMALE TERMINAL for Superseal 1.5
18 AWG SEAL for Superseal 1.5

1
—~ 24" -—
|<< | | Hﬂﬂj}:
(S '
Label
Placement
Notes:

- 18 AWG, 2 Conductor cable

- Label to be white w/ black printing and located on cable per drawing. (mylar w/ clear cover,

all caps, 15pt font)
- M12 MATES TO SENSOR BOX 4MB12-4P2

C i ru s 9200 Wyoming Ave. N, Suite 320
Brooklyn Park, MN 55445
Tel: (763) 493-9380

Controls s

PERMISSION IS ALLOWED.

THIS DRAWING IS THE PROPERTY OF CIRUS CONTROLS
THIS IS TO BE CONSIDERED CONFIDENTIAL AND NO
REPRODUCTION IN WHOLE OR PART WITH OUT

REV DATE DESCRIPTION
o — SPREADER CABLE SYSTEM
B
[4]
D M12 TO AMP PLUG
DESIGN: DRAWN: S BUILT: PROJECT NUMBER:  [SCAE: | pwrE: 3-29-04 '&V- |
JTM JTM - T5-2012 NONE [Tor i ort |




ITEM QTY

1

b ON

1
1
1
1
1

B.O.M.

PART NUMBER
2277
317-1398-000
120-1804-000

031-1267-001
030-2196-001

DESCRIPTION
M12 connector and cable
SURESEAL BOOT
SURESEAL RECEPTACLE

SURESEAL TIN SOCKET
SURESEAL TIN PIN

Y

24"

A

Notes:
- 18 AWG, 2 Conductor cable

- Label to be white w/ black printing and located on cable per drawing. (mylar w/ clear cover,

all caps, 15pt font)

(4
\

- M12 MATES TO SENSOR BOX 4MB12-4P2

Label
Placement

C i ru s 9200 Wyoming Ave. N, Suite 320
Brooklyn Park, MN 55445
Tel: (763) 493-9380

Controls s

THIS DRAWING IS THE PROPERTY OF CIRUS CONTROLS
THIS IS TO BE CONSIDERED CONFIDENTIAL AND NO
REPRODUCTION IN WHOLE OR PART WITH OUT

PERMISSION IS ALLOWED.

REV DATE DESCRIPTION
o — SPREADER CABLE SYSTEM
B
C
D M12 TO ITT CANNON PLUG
DESIGN: DRAWN: AS BUILT: PROJECT NUMBER:  [SCAE: | pre: 3-29-04 V- |
JTM JTM - T5-2013 NONE [Toriora |




DIN 43650 (FEMALE)

WIRING DIAGRAM

MALE END VIEW

SPECIFICATIONS

CONTACT CARRIER MATERIAL NYLON OR PUR

NOTES:

1. "*” INDICATES CABLE LENGTH IN METERS. CONTACT TURCK TO ORDER SPECIFIC LENGTHS.

REV | DESCRIPTION

BY DATE

ECO NO.

SKETCH ONLY
NOT "OFFICIAL" TURCK DRAWING

N
"o N CONTACT MATERIAL/PLATING (VALVE) | SILVER—PLATED BRASS
= on  BYYE EURO CONTACT MATERIAL/PLATING (EUROFAST)| GOLD—PLATED BRASS
- MOLDED HEAD MATERIAL POLYURETHANE
[ o 3: COUPLING NUT MATERIAL NICKEL—PLATED BRASS
L 5 N 3 RATED CURRENT 4.0 A
\ GND; s RATED VOLTAGE 24—48 VAC/DC
GND S OUTER JACKET MATERIAL/COLOR PUR/GREY
NUMBER OF CONDUCTORS 3x18 AWG
CONDUCTOR INSULATION PVC
TEMPERATURE RATING —40°C to +105°C (—40F to +221°F)
PROTECTION CLASS MEETS NEMA 1,3,4,6P AND IEC IP67
S
(I
N

CIRUS CABLE #
1S-2014

SOURCE DRAWING — FOR REFERENCE ONLY
RELATED DOCUMENTS 3RD ANGLE
1 PROJECTION
2.
3 & =
4,
MATERIAL TOLERANCES UNLESS |DRFT DATE DESCRIPTION
OTHERWISE SPECIFIED
DSGN SCALE VAS 22-B653—0.6M—RS 5.3T
UNIT OF MEASUREMENT REV
FINISH IDENTIFICATION NO.

1S-2014

DO NOT SCALE THIS DRAWING FILE: SHEET OF




B.O.M.

NOTES: ITEM QTY PART NUMBER DESCRIPTION
1. AVAILABLE CABLES FOR DIFFERENT VALVE TYPES 1 1 4MB12 - 4P2 HYDRAULIC TRUNK AND BOX (TURCK)
(ORDER INDIVIDUALLY): 2 1 39-01-2060 (Digi-Key #WM3702-ND MOLEX 6 PIN
PN# VAS 22-B653-.6M-WS 5.3T (DIN VALVE) 3 6 39-00-0039 (Digi-Key #WM2501-ND) MOLEX TERMINALS 18-24 AWG
2. P'—‘;ﬁ : SZR :': ORTS NOT USED: 4 1 WAYTEK 30513 250 FEMALE SPADE
- 5 1 WAYTEK 30512 .250 MALE SPADE
LABEL CABLE WITH
"TS-2018 HYD OUT"
MOLEX PIN# HYD C SPDR SIGNAL
1 GROUND GROUND BLUE 3
2 BLADE LEFT —— ANTI-ICE —— GRAY (J4) 1
3 BLADE UP SPINNER —— GREEN (J2)
4 GROUND GROUND —— GREEN/YELLOW J1 J3
~ YaICIOR
0 ©
5 BLADE RIGHT — PRE-WET —— YELLOW (J3) L LIS I / g
O3  s—2dv-zi8NW 3
1O O §
6 BLADE DOWN — AUGER WHITE (J1) O \
—1 J2 J4
6 5| 4
EuroFast 4(SIG)
2] g™
or Coupling Nut 5 (GND 2 (N/A)
BACK VIEW .
(SIDE PINS ARE INSERTED FROM) §-pin
C I R U S Phone: (763) 493-9380
Fax: (763) 493-9340
CONTROLS LLC
9200 WYOMING AVE. N. SUITE 320
BROOKLYN PARK, MN 55445
REV 12?54 f\DDED HYDCFllaNEsc‘;:gEgION SPREADER CABLE SYSTEM
e S T oy s conTrus. | ORAULIC CABLE

PROPRIETARY NO REPRODUCTION IN WHOLE OR PART Di
WITH OUT PERMISSION IS ALLOWED.

Glm

IGN:

JT™

DRAWN:

JT™M

AS BUILT:

PROJECT NUMBER:  [SCALE:  |pATE: 11—18—04 REVA
TS—-2018 NONE SHT 1 OF 1




FEMALE END VIEW

MALE END VIEW

WIRING DIAGRAM

SPECIFICATIONS

CONTACT CARRIER MATERIAL

POLYURETHANE

4 4
CONTACT MATERIAL/PLATING GOLD—PLATED BRASS
: 1 COUPLING NUT NICKEL—PLATED BRASS
3 : ] RATED CURRENT [A] 4.0 A
? 2 RATED VOLTAGE [V] 250 VAC,/300 VDC
3 3 OUTER JACKET MATERIAL/COLOR PVC, GRAY
2 2 4 4 CONDUCTOR INSULATION MATERIAL PVC
NUMBER OF CONDUCTORS [AWG] 4x22 AWG
B ® (ELEE DRAIN/SHIELD 22 AWG DRAIN/FOIL SHIELD
® F@@ﬁa ¥@§ﬁ® TEMPERATURE RATING —40°C to +105°C (—40°F to +221°F)
PROTECTION CLASS MEETS NEMA 1,3,4,6,13 AND IEC IP67
3.1 METERS
43.0 [1.69] 40.0 [1.58]
5.2 [0.20]
©14.5 ( 14.5
[0.57] M12x1 - - - - % 3 - - - M12x1 0.57]
i | L~ CIRUS I ~ 1 L |
feletets LABEL:
T5-2100
U0968—46
=
o
o
o
o
‘.3.
o
3
o
I
S
~
=4
(o]
CABLE LENGTH TOLERANCE S
SOURCE DRAWING - FOR REFERENCE ONLY £
+ 4% (OR 50mm) OF LENGTH 5
ALL LENGTHS - 0% (OR Omm) OF LENGTH R ETES SOCOTETS x
WHICHEVER IS GREATER 3RD ANGLE =
— — 1 pROJECTION | T SocLNENT S VIRNEAPOLS, N 55441 |
STRIP LENGTH TOLERANCE i wrek e, ust of | "GP IRCEE BEREC 5005147769 )
o o - WTOUT WRITTEN : . (763) 553-7300 2
8—29mm £1.0mm 3. 6 PERMISSION IS High Technology Sensors and Aufomation Confrols (763) 553-0708 fax | &
30—49mm +2.0mm 4. PROHIBITED. turck 2
50-69mm +£3.0mm urck.com =
70—-100 +4.0 MATERIAL TOLERANCES UNLESS | DRFT DATE DESCRIPTION =
SVER 100mm 5 omm OTHERWISE_SPECIFIED JBJ 04/29/04 TS—2100 s
SEE SPECIFICATIONS 05 10 6 x0.1 75 S =10 5
6 10 30 £0.2 UNIT OF MEASUREMENT 8
30 TO 200 +£0.3 s
TINSH OVER 200 +0.4 IDENTIFICATION NO. REV z
ANGLES £1° MILLIMETER [ INCH ] U0968—46 A |2
A | DRAWING RELEASE PJ |07/14/04 SEE SPECIFICATIONS D‘MEQLSL‘OWSCF/LRE §
REV | DESCRIPTION BY DATE ECO NO. REFERENCE ONLY DO NOT SCALE THIS DRAWING FILE: C\RUS\UOQ@B*A\»@ |SHEET 1 OF 1 a
2
£



FEMALE END VIEW

MALE END VIEW

WIRING DIAGRAM

SPECIFICATIONS

CONTACT CARRIER MATERIAL

POLYURETHANE

4 4
CONTACT MATERIAL/PLATING GOLD—PLATED BRASS
: 1 COUPLING NUT NICKEL—PLATED BRASS
3 : ] RATED CURRENT [A] 4.0 A
? 2 RATED VOLTAGE [V] 250 VAC,/300 VDC
3 3 OUTER JACKET MATERIAL/COLOR PVC, GRAY
2 2 4 4 CONDUCTOR INSULATION MATERIAL PVC
NUMBER OF CONDUCTORS [AWG] 4x22 AWG
B ® (ELEE DRAIN/SHIELD 22 AWG DRAIN/FOIL SHIELD
® F@@ﬁa ¥@§ﬁ® TEMPERATURE RATING —40°C to +105°C (—40°F to +221°F)
PROTECTION CLASS MEETS NEMA 1,3,4,6,13 AND IEC IP67
6.2 METERS
43.0 [1.69] 40.0 [1.58]
5.2 [0.20]
©14.5 ( 14.5
[0.57] M12x1 - - - - % 3 - - - M12x1 0.57]
| | e CIRUS ] ~ i L |
feletets LABEL:
TS—2101
U0968—47
=
a
o
]
o
3
©
<
o
s
3
~
c
(@]
CABLE LENGTH TOLERANCE S
SOURCE DRAWING - FOR REFERENCE ONLY =
+ 4% (OR 50mm) OF LENGTH 6
ALL LENGTHS - 0% (OR Omm) OF LENGTH R ETES SOCOTETS x
WHICHEVER IS GREATER 3RD ANGLE =)
— — 1 pROJECTION | T SocLNENT S VIRNEAPOLS, N 55441 | o
STRIP LENGTH TOLERANCE i wrek e, ust of | "GP IRCEE BEREC 5005147769 @
o o - WTOUT WRITTEN : . (763) 553-7300 2
8—29mm £1.0mm 3. 6 PERMISSION IS High Technology Sensors and Aufomation Confrols (763) 553-0708 fox | £
30—49mm +2.0mm 4. PROHIBITED. turck ©
50-69mm +3.0mm urck.com g
70—-100 +4.0 MATERIAL TOLERANCES UNLESS | DRFT DATE DESCRIPTION =
SVER 100mm 5 omm OTHERWISE_SPECIFIED JBJ 04/29/04 TS_2101 s
SEE SPECIFICATIONS 05 10 6 x0.1 75 S =10 5
6 10 30 £0.2 UNIT OF MEASUREMENT %
30 TO 200 +0.3
TINSH OVER 200 +0.4 IDENTIFICATION NO. REV i
ANGLES £1° MILLIMETER [ INCH ] U0968—47 A |2
A | DRAWING RELEASE PJ |07/14/04 SEE SPECIFICATIONS D‘MEQLSL‘OWSCF/LRE §
REV | DESCRIPTION BY DATE ECO NO. REFERENCE ONLY DO NOT SCALE THIS DRAWING FILE: C\RUS\U0968*47 |SHEET 1 OF 1 a
2
£



MALE END VIEW

FEMALE END VIEW

BROWN

BLUE

WHITE
GREEN/YELLOW
ORANGE
YELLOW

GREY

PINK

RED

BROWN /WHITE
BLUE /WHITE
GREEN/WHITE

N—=O0OW~No U~ WN —

M23 connector

M23x1 ]

84.7 [3.33]

3.1 METERS
+100mm/—0mm OR 4%

SPECIFICATIONS

CONTACT CARRIER MATERIAL

NYLON or PBT

MOLDED HEAD MATERIAL/COLOR

THERMOPLASTIC PUR/BLACK

CONTACT MATERIAL/PLATING

GOLD—PLATED BRASS

COUPLING NUT MATERIAL/PLATING

NICKEL—PLATED BRASS

RATED CURRENT [A] 8.0 A MAX,
(TOTAL CURRENT NOT TO EXCEED 82 AMPS)
RATED VOLTAGE [V] 300 V
OUTER JACKET MATERIAL/COLOR PVC/YELLOW
CONDUCTOR INSULATION MATERIAL PVC
NUMBER OF CONDUCTORS [AWG] 12x18 AWG

DRAIN/SHIELD

20 AWG DRAIN/POLYESTER FOIL SHIELD

TEMPERATURE RANGE

—40°C to +105°C (=40°F to +221°F)

PROTECTION CLASS

IEC IP67

(WHICHEVER IS GREATER)
SEE NOTE 1

Fmo.o [0.39]

REF.

NON—ROTATING

CIRUS
LABEL:
TS—2102
Uoo68—-49

83.2 [3.27]

F¢26.O [1.02]

M23x1

SOURCE DRAWING - FOR REFERENCE ONLY

RELATED DOCUMENTS

3RD ANGLE

PROJECTION THIS DOCUMENT IS

PROPERTY OF
TURCK INC. USE OF

T SSERECEL BT

3000 CAMPUS DRIVE
MINNEAPOLIS, MN 55441
1-800-544-7769

DRAWING RELEASE

PJ [07/14/04

REV

DESCRIPTION

BY DATE

ECO NO.

REFERENCE ONLY DO NOT SCALE THIS DRAWING

1.
2. THIS DOCUMENT
WITHOUT WRITTEN : . (763) 553-7300
3. @ 6 DERMISSION. IS High Technology Sensors and Autoration Conirols (763) 553-0708 fox
4. PROHIBITED. turck.com
MATERIAL TOLERANCES UNLESS | DRFT DATE DESCRIPTION
OTHERWISE_SPECIFIED JBJ 04/29/04 TS_2102
SEE SPECIFICATIONS 05 10 6 £0.1 | PO ST NONE
6102992 UNIT OF MEASUREMENT
S 38&% %88 ig'i IDENTIFICATION NO. REV
ANGLES +1° MILLIMETER [ INCH ] U0968—49 A
ALL INCH
SEE SPECIFICATIONS | pudhioher .

FILE: CIRUS\U0968—49 [steer 1 oF 1

This Document Was Officially Certified By TURCK Inc. On 7/14/2004 6:00:33 PM



MALE END VIEW

FEMALE END VIEW

BROWN

BLUE

WHITE
GREEN/YELLOW
ORANGE
YELLOW

GREY

PINK

RED

BROWN /WHITE
BLUE /WHITE
GREEN/WHITE

N—=O0OW~No U~ WN —

M23 connector

M23x1 ]

84.7 [3.33]

6.2 METERS
+100mm/—0mm OR 4%

SPECIFICATIONS

CONTACT CARRIER MATERIAL

NYLON or PBT

MOLDED HEAD MATERIAL/COLOR

THERMOPLASTIC PUR/BLACK

CONTACT MATERIAL/PLATING

GOLD—PLATED BRASS

COUPLING NUT MATERIAL/PLATING

NICKEL—PLATED BRASS

RATED CURRENT [A] 8.0 A MAX,
(TOTAL CURRENT NOT TO EXCEED 82 AMPS)
RATED VOLTAGE [V] 300 V
OUTER JACKET MATERIAL/COLOR PVC/YELLOW
CONDUCTOR INSULATION MATERIAL PVC
NUMBER OF CONDUCTORS [AWG] 12x18 AWG

DRAIN/SHIELD

20 AWG DRAIN/POLYESTER FOIL SHIELD

TEMPERATURE RANGE

—40°C to +105°C (=40°F to +221°F)

PROTECTION CLASS

IEC IP67

(WHICHEVER IS GREATER)
SEE NOTE 1

Fmo.o [0.39]

REF.

NON—ROTATING

CIRUS
LABEL:
1S—-2103
Uog68-48

83.2 [3.27]

F¢26.O [1.02]

M23x1

SOURCE DRAWING - FOR REFERENCE ONLY

RELATED DOCUMENTS

3RD ANGLE

PROJECTION THIS DOCUMENT IS

PROPERTY OF
TURCK INC. USE OF

T SSERECEL BT

3000 CAMPUS DRIVE
MINNEAPOLIS, MN 55441
1-800-544-7769

DRAWING RELEASE

PJ [07/14/04

REV

DESCRIPTION

BY DATE

ECO NO.

REFERENCE ONLY DO NOT SCALE THIS DRAWING

1.
2. THIS DOCUMENT
WITHOUT WRITTEN : . (763) 553-7300
3. @ 6 DERMISSION. IS High Technology Sensors and Autoration Conirols (763) 553-0708 fox
4. PROHIBITED. turck.com
MATERIAL TOLERANCES UNLESS | DRFT DATE DESCRIPTION
OTHERWISE_SPECIFIED JBJ 04/29/04 TS-2103
SEE SPECIFICATIONS 05 10 6 £0.1 | PO ST NONE
6102992 UNIT OF MEASUREMENT
S 38&% %88 ig'i IDENTIFICATION NO. REV
ANGLES +1° MILLIMETER [ INCH ] U0968—48 A
ALL INCH
SEE SPECIFICATIONS | pudhioher .

FILE: CIRUS\U0968—48 [steer 1 oF 1

This Document Was Officially Certified By TURCK Inc. On 7/14/2004 6:00:33 PM



B.O.M.
M23 (FEMALE CONTACTS) AUGER WEATHER PACK ITEM QTY  PART NUMBER DESCRIPTION
1 A 11 CK-CC CAP FOR CABLE TO BODY
11 ® B 2 1 CSM 12-7-3.3 DIRECT SENSOR CABLE FROM TRUCK
3 c 3 2 12010717 /WAYTEK 38044  3-PIN WEATHER PACK (SHROUD)
4 6 12124582 / WAYTEK 30034 PINS WEATHER PACK

10 T PRE-WET WEATHER PACK 5 6 12015289/ WAYTEK 39000 SEAL FOR WEATHER PACK

A

B

c

DIELECTRIC,HEAT SHRINK,
AND LABEL WITH SIGNAL TO RIGHT

, .
\ HEAT SHRINK PLUG SIGNAL
WIRE COLOR
: \ A =BLUE (GND)

H B =BROWN (PWR) | AUGER SENSOR
C = WHITE (SIG) -

N

A =BLUE (GND)
B = BROWN (PWR) | PRE-WET SENSOR

C = YELLOW (SIG)

LABEL CABLE WITH
"TS-2202 DIRECT SENSOR"

110"

NOTES:
1. AVAILABLE JUMPER CABLES FROM THE WEATHERPACK
TO THE SENSOR (ORDERED INDIVIDUALLY): CI RU S E’L‘;’-"Sélfiééfgfgs"
PN: SCS-1010 WEATHERPACK TO BRAD HARRISON CONTROLS LLC
PN: SCS-1011 WEATHERPACK TO CONEXALL 9200 WYOMING AVE. N. SUITE 320

BROOKLYN PARK, MN 55445
SPREADER CABLE SYSTEM

2. NEEDS CABLE TS-2000 TO BE COMPLETE

UOW>E

DATE DESCRIPTION

THIS DRAWING IS THE PROPERTY OF CIRUS CONTROLS.
THIS IS TO BE CONSIDERED CONFIDENTIAL AND DIRECT AUGER/PREWET CABLE

PROPRIETARY NO REPRODUCTION IN WHOLE OR PART [ a— v A U PROJECT NUMBER: — [5CAE. Toate: 121702 FEV.
WITH OUT PERMISSION IS ALLOWED. JTM JTM - TS—2202 NONE :!T
SHT 1 OF 1

Glm




B.O.M.

18 INCHES { CONN QTY PART NUMBER DESCRIPTION
J102 2 30-01-2040 MOLEX RECEPTACLE 4 PIN
(Digi-Key WM3701-ND)
J3,J4 2 39012060 MOLEX RECEPTACLE 6 PIN
(Digi-Key WM3702-ND)
J1-J4 14  39-00-0039 MOLEX TERMINALS FEMALE 18-24 AWG
(Digi-Key WM2501-ND)
Rk 3 Utewac. SOURIAU TRIM TRIO BAGKSHELL
SIGNAL NAME COLOR GAUGE GAUGE J5,06 16  SC18ML1TK8 SOCKET CONTACTS FOR TRIM TRIO
1 GND WHITE: 18 1 i
J1 3 GND WHITE: 18 - 18 B
PWR/GND | 2| &——— PowerR RED 18 1
4 POWER RED 18 * 18 A
_ ﬁ( J| 5
1 GND WHITE 18 * F| 12v+GSS
42 3| &————SPEEDO——GREEN 18 E
SPEEDO/ 2 NOTES
REMOTE 4 18 M .
o 1) MARKWIRES WITH FLAG LABELS AS INDICATED
i _ 2) WIRE LOOM HARNESS IN CENTER
1 GND WHITE 18 H
J3 4| &———— SENSOR POWER RED/BLACK: 18 M
SENSOR | 6| &————AUGER SIGNAL WHITE/RED 18 G
IN 3  md
5
2
— l—< B| J6
1 GND WHITE 18 * C| VALVES+CSS
Ja 4 GND WHITE 18 F
HYD OUT | 6 &——— AuGER PWM RED/WHITE 18 A
3| &————— SPINNER PWM——ORANGE/MWHITE: 18 L
5
2| &———REVERSE PWM BLUE/WHITE 18 D
WIRE LOOM (9 INCHES)
9 INCHES
— = POWER/GROUND 12V+G.S.S. —]
4] s U - = : —
1
1,02 —_r : ——0
32 f 1
L] SPEEDO/
BACK VIEW REMOTE
(SIDE PINS ARE INSERTED FROM)
—1
6| 5| 4 —r— SENSOR IN VALVES+C .S S.
J3,04 3 — T ]
3 2 1 — \ / F ——0 I R S Phone: (763) 493-9380
i — C U Fax: (763) 493-9340
BACK VIEW Ja— Vi CONTROLS LLC
(SIDE PINS ARE INSERTED FROM) HYD OuT 9200 WYOMING AVE. N. SUITE 320

BROOKLYN PARK, MN 55445

20|

EV DATE DESCRIPTION

THIS DRAWING IS THE PROPERTY OF CIRUS CONTROLS.

D
PROPRIETARY NO REPRODUCTION IN WHOLE OR PART DESIGN:

11/10/05_| Switchad power/ground SPREADER CABLE SYSTEM

A
B 12-23- ADDED HEATSHRINK
C 01/240 CHANGED HEAT SHRINK TO WIRE LOOM

CS230 TO CIRUS CONSOLE ADAPTER

—— TORAWN: AS BUILT: PROJECT NUMBER:  [SCALE: | paTe: 01-24—08REV-
WITH OUT PERMISSION IS ALLOWED. MVM MVM — TS—4008 NONE : C
SHT 1 OF 1

THIS IS TO BE CONSIDERED CONFIDENTIAL AND




	Name:   This Document Was Officially Certified By TURCK Inc. On 7/14/2004 6:00:33 PM


